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2MP HDCVI IR Bullet Camera

> Max. 30 fps@1080p

> CVI/CVBS/AHD/TVI switchable

> 3.6 mm fixed lens (2.8 mm, 6 mm optional)
> Max. IR length 20 m, Smart IR
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2MP HDCVI IR Bullet Camera
> Max. 30 fps@1080p
> CVI/CVBS/AHD/TVI switchable
>3.6 mm fixed lens (2.8 mm, 6 mm optional)
> Max. IR length 20 m, Smart IR
DH-HAC-B2A21P > IP67,12 VC
s @ 1,1®o0,000
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2MP HDCVI IR Bullet Camera

> Max 30fps@1080P

> HD and SD output switchable

>3.6mm fixed lens (2.8mm, 6mm optional)
> Max. IR length 30m, Smart IR

>|P67, DC12V

5MP Starlight HDCVI IR Bullet Camera
> Max 25fps@5MP (16:9 video output)
> CVI/CVBS/AHD/TVI switchable

>3.6 mm fixed lens (2.8 mm optional)
> Max. IR length 30 m, Smart IR
>1P67, DC12V

2MP IR HDCVI Fixed-focal Bullet Camera
> Max. 30 fps@1080p.

>Smart IR lllumination.

>80 m illumination distance.

> Super Adapt.

> 3.6 mm fixed lens (6 mm optional).

> CVI/CVBS/AHD/TVI switchable.

>1P67, 12 VDC.

5MP Starlight HDCVI IR Bullet Camera

> Max 25 fps@5MP (16:9 video output)

> CVI/CVBS/AHD/TVI switchable

> 3.6 mm fixed lens (6 mm, 8 mm optional)
> Max. IR length 80 m, Smart IR

>|P67, DC12V

2MP HDCVI IR Eyeball Camera

> Max. 30 fps@1080p

> CVI/CVBS/AHD/TVI switchable

>3.6 mm fixed lens (2.8 mm, 6 mm optional)
> Max. IR length 20 m, Smart IR

>12VDC

2MP HDCVI IR Eyeball Camera

> Max. 30 fps@1080p

> CVI/CVBS/AHD/TVI switchable

>3.6 mm fixed lens (2.8 mm, 6 mm optional)
> Max. IR length 20 m, Smart IR

>1P67,12 VDC
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2MP HDCVI IR Eyeball Camera

> Max 30fps@1080P

> HD and SD output switchable
>3.6mm fixed lens (2.8mm optional)
> Max. IR length 20m, Smart IR
>DC12V

2MP IR HDCVI Fixed-focal Eyeball Camera

> Max. 30 fps@1080p.

>Smart IR lllumination.

>30 m illumination distance.

> Super Adapt.

> Quick-to-install eyeball saves installation time.
> 3.6 mm fixed lens (2.8 mm optional).

> CVI/CVBS/AHD/TVI switchable.

> IP50, 12 VDC.

2MP IR HDCVI Fixed-focal Eyeball Camera

> Max. 30 fps@1080p.

>Smart IR lllumination.

> 40 m illumination distance.

> Super Adapt.

> Built-in Mic.

> Quick-to-install eyeball saves installation time.
> 3.6 mm fixed lens (2.8 mm optional).

> CVI/CVBS/AHD/TVI switchable.

>1P67, 12 VDC.

5MP Starlight HDCVI Quick-to-install IR Eyeball Camera
> Max 25 fps@5MP (16:9 video output)

> Quick-to-install eyeball saves installation time

> Built-in mic (-A)

> CVI/CVBS/AHD/TVI switchable

> 3.6 mm fixed lens (2.8 mm optional)

> Max. IR length 25 m, Smart IR

>IP50, DC12V

SMP Starlight HDCVI Quick-to-install IR Eyeball Camera
> Max 25 fps@5MP (16:9 video output)

> Quick-to-install eyeball saves installation time

> CVI/CVBS/AHD/TVI switchable

> 3.6 mm fixed lens (2.8 mm, 6 mm optional)

> Built-in mic(-A)

> Max. IR length 40 m, Smart IR

>|P67, DC12V

5MP Starlight HDCVI Quick-to-install IR Eyeball Camera
> Max 25 fps@5MP (16:9 video output)

> CVI/CVBS/AHD/TVI switchable

> Quick-to-install eyeball saves installation time

>3.6 mm fixed lens (2.8 mm, 6 mm optional)

> Built-in mic(-A)

> Max. IR length 60 m, Smart IR

>|P67, DC12V
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2MP Full-color Starlight HDCVI Bullet Camera

‘!'_ > Full-color starlight
G >20 m illumination distance
> Max. 30fps@1080P
c - CVI/CVBS/AHD/TVI switchable
il DH-HAC-HFW1209CP-LED "G > Fixed lens (2.8 mm;3.6 mm optional)
9({‘ . >1P67, 12V£30% DC
~ 1,iQo,000
-
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2MP Full-color Starlight HDCVI Bullet Camera

> Full-color starlight

> 20 m illumination distance

> Max. 30fps@1080P

> CVI/CVBS/AHD/TVI switchable

> Built-in mic (-A)

> Fixed lens (2.8 mm;3.6 mm optional) 1,000,000
>1P67, 12V£30% DC

r DH-HAC-HFW1209CP-A-LED
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2MP Full-color HDCVI Bullet Camera

>24/7 color imaging

>20 m illumination distance

> Max. 30fps@1080P

> CVI/CVBS/AHD/TVI switchable

> Fixed lens (2.8 mm;3.6 mm optional)

> P67, 12V30% DC 1,VAo,000

‘ ¢ DH-HAC-HFW1209CMP-LED
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2MP Full-color HDCVI Bullet Camera

> 24/7 color imaging

> 40 m illumination distance

> Max. 30fps@1080P

> CVI/CVBS/AHD/TVI switchable

> Fixed lens (3.6 mm; 6 mm optional)

> IP67, 12V£30% DC 1,YAo,000

DH-HAC-HFW1209TLMP-LED
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SMP Full-color HDCVI Bullet Camera

> Max 25 fps@5MP (16:9 video output)

>120 dB true WDR, 3D NR

>24/7 color imaging

>20 m illumination distance

> CVI/CVBS/AHD/TVI switchable

> Built-in mic (-A) P,PPo,000
> 3.6 mm fixed lens (2.8 mm optional)

>1P67,12V DC

DH-HAC-HFW1509TP-A-LED
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SMP Full-color HDCVI Bullet Camera

> Max 25 fps@5MP (16:9 video output)

>120 dB true WDR, 3D NR

> 24/7 color imaging

> 40 m illumination distance

> CVI/CVBS/AHD/TVI switchable

>3.6 mm fixed lens (2.8 mm optional) P,900,000
> IP67, 12V DC

DH-HAC-HFW1509TLMP-LED
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SMP Full-color HDCVI Bullet Camera

> Max 25 fps@5MP (16:9 video output)

>120 dB true WDR, 3D NR

>24/7 color imaging

> 40 m illumination distance

> CVI/CVBS/AHD/TVI switchable

> Built-in mic (-A) Mo0% 0,000
> 3.6 mm fixed lens (2.8 mm optional)

>1P67,12V DC

DH-HAC-HFW1509TLMP-A-LED
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2MP Full-color Starlight HDCVI Eyeball Camera

> Full-color starlight

>20 m illumination distance

> Max. 30fps@1080P

> CVI/CVBS/AHD/TVI switchable

> Fixed lens (2.8 mm;3.6 mm optional)

> IP67, 12V£30% DC Q0,000

DH-HAC-HDW1209TLQP-LED
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2MP Full-color HDCVI Quick-to-install Eyeball Camera
> Full-color starlight

>20 m illumination distance

> Max. 30fps@1080P

> Built-in mic (-A)

> Quick-to-install eyeball saves installation time

> CVI/CVBS/AHD/TVI switchable

> Fixed lens (2.8 mm;3.6 mm optional)

>1P67, 12V£30% DC

1,900,000

2MP Full-color HDCVI Quick-to-install Eyeball Camera
>20 m illumination distance

> Max. 30fps@1080P

> Built-in mic (-A)

> CVI/CVBS/AHD/TVI switchable

> Fixed lens (2.8 mm;3.6 mm optional)

>1P67, 12V£30% DC

1,VPo,000

5MP Full-Color Starlight HDCVI Eyeball Camera.
> Max 25 fps@5MP (16:9 video output)

>120 dB true WDR, 3D NR

> 40 m illumination distance

> CVI/CVBS/AHD/TVI switchable

> Built-in mic (-A)

> 3.6 mm fixed lens (2.8 mm optional)

> IP67, PoC (only CV1)/12 V+30% DC

PPro,000

5MP Full-color HDCVI Quick-to-install Eyeball Camera
> Max 25 fps@5MP (16:9 video output)

>120dB true WDR, 3D NR

> 24/7 color imaging

> 20 m illumination distance

> CVI/CVBS/AHD/TVI switchable

> Built-in mic (-A)

>3.6 mm fixed lens (2.8 mm optional)

>1IP67,12V DC

> Quick-to-install eyeball saves installation time

P,000,000
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4 CH Penta-brid 1080N/720P Cooper 1U 1HDD Digital Video Recorder
> 4-ch SMD Plus for analog channels which allows the device to trigger accurate alarms for

U humans and vehicles.
% > 4-ch Al Coding supports saving on storage and bandwidth while maintaining the details of
targets in videos.
DH-XVR1B04-I E\ > Smart H.265+/H.265 dual-stream video compression.
+ > Supports HDCVI/AHD/TVI/CVBS/IP video inputs.
C_ > Upto5-ch IP camera inputs and each channel supports up to 2 MP. Max 20 Mbps incoming P,EDo,000
E bandwidth.
ETEY )
8 CH Penta-brid 1080N/720P Cooper 1U 1HDD Digital Video Recorder
> 4-ch SMD Plus for analog channels which allows the device to trigger accurate alarms for
L humans and vehicles.
__ > 8-ch Al Coding supports saving on storage and bandwidth while maintaining the details of
g targets in videos.
DH'XVR].BOB'I E‘ > Smart H.265+/H.265 dual-stream video compression.
™ > Supports HDCVI/AHD/TVI/CVBS/IP video inputs. M1 00,000
(i Up to 10-ch IP camera inputs and each channel supports up to 6 MP. Max 40 Mbps incoming
C- bandwidth.
2
CAEI TR >
16 Channels Penta-brid 1080N/720P Compact 1U 1HDD WizSense Digital Video Recorder
> H.265+/H.265 dual-stream video compression
i’ > Supports Full-channel Al-Coding
g > Supports HDCVI/AHD/TVI/CVBS/IP video inputs
> Max 18 channels IP camera inputs, each channel up to 6MP; Max 64 Mbps Incoming Bandwidth
DH_XVRlBlG_l E\ > Long transmission distance over coax cable
c > Up to 8 channels video stream (analog channel) SMD Plus 9,‘J'u°’° oo
&
; :
(7 sense - S
4 Channels Penta-brid 5M-N/1080P Compact 1U 1HDD WizSense Digital Video Recorder
> H.265+/H.265 dual-stream video compression
L > Supports Full-channel Al-Coding
—_ > Supports HDCVI/AHD/TVI/CVBS/IP video inputs
g > Max 6 channels IP camera inputs, each channel up to 6MP; Max 32 Mbps incoming bandwidth
DH-XVR5104HS-I3 E\ > Up to 2 channels video stream (analog channel) Perimeter Protection
+ > Upto4channels video stream (analog channel) SMD Plus €M o,000
cC > Up to 1 channels video stream (analog channel) human face recognition
C- > 10T & POS functionalities
A EAEAoE e 4
. -
(72 Sense T
4 Channels Penta-brid 4K-N/5MP Compact 1U 1HDD WizSense Digital Video Recorder
> H.265+/H.265 dual-stream video compression
L > Supportsall-channels Al Coding
__ > Supports HDCVI/AHD/TVI/CVBS/IP video inputs
g > Max 8 channels IP camera inputs, each channel up to 8MP; Max 64 Mbps incoming bandwidth
DH.XVRS 104HS-4KL_|3 9‘ > Up to 4 channels video stream (analog channel) Perimeter Protection
+ >Upto4channels video stream (analog channel) SMD Plus 9 MDo,000
c Up to 1 channel video stream (analog channel) human face recognition
C- > loT & POS functionalities
. 2
(72 Sense .

8 Channels Penta-brid 5M-N/1080P Compact 1U 1HDD WizSense Digital Video Recorder

> H.265+/H.265 dual-stream video compression

> Supports HDCVI/AHD/TVI/CVBS/IP video inputs

> Max 12 channels IP camera inputs, each channel up to 6MP; Max 64 Mbps incoming bandwidth

> Up to 2 channels video stream (analog channel) Perimeter Protection

> Up to 8 channels video stream (analog channel) SMD Plus

> Up to 1 channels video stream (analog channel ) human face recognition 9.000,000
> loT & POS functionalities
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8 Channels Penta-brid 4K-N/SMP Compact 1U 1HDD WizSense Digital Video Recorder
> H.265+/H.265 dual-stream video compression.

L > Supports Full-channel Al Coding.
_ > Supports HDCVI/AHD/TVI/CVBS/IP video inputs.
g > Max 16 channels IP camera inputs, each channel up to 8MP; Max 128 Mbps incoming
DH-XVR5108HS-4KL-I3 o b
+ > Upto 8channels video stream (analog channel) Perimeter Protection. 10,900,000
cC Up to 8 channels video stream (analog channel) SMD Plus.
C- > Upto 2 channels video stream (analog channel) human face recognition.
CA > loT & POS functionalities.
.
(B3Sense :
16CH Penta-brid 5MP Value/1080P Compact 1U 1HDD WizSense Digital Video Recorder
> H.265+/H.265 dual-stream video compression
e > Supports Full-channel Al Coding
g > Supports HDCVI/AHD/TVI/CVBS/IP video inputs
> Max 24 channels IP camera inputs, each channel up to 6MP; Max 128 Mbps incoming
DH-XVR5116HS-13 fn bandwicth
# > Up to 4 channels video stream (analog channel) Perimeter Protection ] 1,000,000
cC > Up to 16 channels video stream (analog channel) SMD Plus
[ Up to 2 channels video stream (analog channel) human face recognition
2 > loT & POS functionalities
. —
(I72Sense <
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16CH Penta-brid 5MP Value/1080P 1U 2HDDs WizSense Digital Video Recorder

> H.265+/H.265 dual-stream video compression

> Supports Full-channel Al Coding

> Supports HDCVI/AHD/TVI/CVBS/IP video inputs

> Max 24 channels IP camera inputs, each channel up to 6MP; Max 128 Mbps incoming
bandwidth

> Up to 4 channels video stream (analog channel) Perimeter Protection

> Up to 16 channels video stream (analog channel) SMD Plus

> Up to 2 channels video stream (analog channel) human face recognition

> loT & POS functionalities

1EPQo,000

16 Channels Penta-brid 4K-N/5MP 1U 2HDDs WizSense Digital Video Recorder

> H.265+/H.265 dual-stream video compression.

> Supports Full-channel Al-Coding.

> Supports HDCVI/AHD/TVI/CVBS/IP video inputs.

> Max 32 channels IP camera inputs, each channel up to 8MP; Max 128 Mbps incoming
bandwidth.

> Up to 8 channels video stream (analog channel) Perimeter Protection.

> Up to 16 channels video stream (analog channel) SMD Plus.

> Up to 2 channels video stream (analog channel) human face recognition.

> loT & POS functionalities.

P1,Voo,000

32 Channel Penta-brid 1080P Digital Video Recorder

> Embedded processor

> H.264+/H.264 dual-stream video compression

> Support HDCVI/AHD/TVI/CVBS/IP video inputs

> Max 32 channels IP camera inputs; Max 128Mbps Incoming Bandwidth
> Long transmission distance over coax cable

> Support 2 SATA HDD, up to 16TB 1 /\’ﬁ oo,000

32 Channels Penta-brid 5M-N/1080P 1U 2HDDs WizSense Digital Video Recorder

> H.265+/H.265 dual-stream video compression.

> Supports 16-channel Al-Coding.

> Supports HDCVI/AHD/TVI/CVBS/IP video inputs.

> Max 32 channels IP camera inputs, each channel up to 6MP; Max 128 Mbps incoming
bandwidth.

> Up to 4 channels video stream (analog channel) Perimeter Protection.

> Up to 16 channels video stream (analog channel) SMD Plus.

> Up to 2 channels video stream (analog channel) human face recognition.

> loT & POS functionalities.

PP,PEo 000
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